TYPICAL SLAB EDGE DETAILS

SCALE 1:10
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CHAMFERED TOP TO
PARAPET, TO STRUCTURAL

WESTERN RED CEDAR LOUVER SLATS SET
AT 60 DEG. TILTED TOWARDS CARPARK TO
PROVIDE VISUAL SCREENING TO ADJACENT
PROPERTY BELOW. PANEL SIZE APPROX
1200MM WIDE X 1600MM HIGH, EXACT
TIMBER SLAT LOUVER SIZES TBC BY
MANUFACTURER.

STRUCTURAL SUPPORT FRAMEWORK TO BE
APPROX 100MM WIDE 1650MM HIGH FLAT
BAR IN HOT DIPPED GALVANIZED STEEL,
SELF FINISHED. ALL FIXING TO TIMBER
SECTIONS IN STAINLESS STEEL, ALL TO
MANUFACTURERS DETAIL DESIGN
RECOMMENDATIONS.

FIXINGS ONTO R.C PARAPET WALL TBC BY
STRUCTURAL ENGINEERS.

ALL PLANTING MATERIAL TO LANDSCAPING
CONSULTANT DETAIL RECOMMENDATIONS

NBS REF Q31: HOT DIPPED GALVANIZED
PLANTER TROUGHS, INCLUDING DRAIN HOLES
WITH SYNTHETIC SOIL MESH.

ALL PLANTING TO LANDSCAPE CONSULTANT
SPEC.

ENGINEERS DETAIL. %
X
//
DRIP DETAL. N
200 | [REKEUILKK
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O SED FARMEELPROE 1O | NBS REF Q31: LANDSCAPING PLANTER
B D PO ot CAST WITHIN SLAB, APPROX 300mm DEEP.
PHENER aRobeH, T Gt ) LEDGE FOR SURROUNDING SETTS TO BE
CAST INTO PLANTER HOLE EDGES.
e e ;
9 NBS REF Q31: PLANTER SURROUNDS
RECOMMENDATIONS. FORMED FROM MARSHALLS KL HALF
BATTERED SETTS AND RADIAL BLOCKS.
REFER TO G517[3001] FOR POSITIONS.
RC VEHICLE BARRIER UPSTAND | A ALLOW FOR PERPEND OVERFLOW OUTLETS.
MIN. 550MM ABOVE FFL TO
CONFORM WITH BS6399—1:1996, HAUNCHING WITHIN PLANTER TO S.E DETAIL
ALL TO S.E DETAIL AND DESIGN TO PREVENT SETTS SURROUNDS
SPECIFICATION. OVERTURNING.
NOTE: PARAPET VEHICLE BARRIER > =
AT RAMPS TO BE MIN 610MM Q
WBOVE RAMP. FFL. SZ===|\NBS REF Q31: PLANTER INTERNAL FACES
TO BE TANKED USING VISQUEEN ZEDEX
TORCH ON TANKING MEMBRANE OR
SIMILAR APPROVED PRODUCT APPLIED
——_ STRICTLY TO MANUFACTURERS
RECOMMENDATIONS. SUBSTRATE TO BE
PRIMED WITH VISQUEEN HP TANKING
PRIMER.
T AL PLANTING MATERIAL TO LANDSCAPING
CONSULTANT DETAIL RECOMMENDATIONS
| LANDSCAPING PLANTERS CAST IN

DO1 [4001] - REF : 6517[3002]
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SCALE 1:10

STRUCTURAL DECK ALL TO S.E DETAIL,
INCLUDING BUILD—UP REQUIREMENTS
OVER EXISTING SUBSTRATES AND
PREPARATION FOR SURFACE FINISHER.

DEPTH \BELOW PLANTER TO
STRUCTURAL ENGINEERS
REQUIREMENTS.

SM%XINIMUM 100mm SLAB
C

EXISTING SUBSTRATE

NBS REF Q31: HOT DIPPED
GALVANIZED PLANTER
TROUGHS,

ALL PLANTING TO LANDSCAPE
CONSULTANT SPEC.

[

—NBS REF L30/570, Z11/780: PURPOSE
MADE SELF FINISHED GALVANISED STEEL
PROTECTIVE GUARDRAIL SET AT MINIMUM
1100MM ABOVE FFL, OVER CONCRETE
PARAPET WALL. CONTRACTOR TO PROVIDE
ALTERNATIVE PRICE FOR A PPC FINISH:

O COLOUR TBC. THE CONTRACTOR IS ALSO
T ! ASKED TO PROVIDE AN ALTERNATIVE PRICE
¥ & USING PPC ALUMINIUM BY-A DIFFERENT
; AL SUPPLIER.
; /,v//«: //V
=) \\7\\%\1\\&7\\> ——ARIS EDGES TO CORNERS AS PER S.E

G
CHAMFERED TOP TO SUNPAREAN
PARAPET, TO STRUCTURALN /\\///3\%// //\\/.
ENGINEERS DETAIL.

SPECIFICATIONS.

DRIP DETAIL.
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—— | R.C VEHICLE BARRIER UPSTANDMIN.—-550MM
ABOVE FFL TO CONFORM WITH
BS6399—-1:1996, ALL TO S.E DETAIL AND
SPECIFICATION.

NOTE:PARAPETVEHICLE BARRIER AT RAMPS
TO BE MIN_610MM ABOVE RAMP FFL.

— NBS REF M12/110: DECK FINISH TO| BE
TAKEN_UP_MIN-150MM_ABOVE -FINISHED
FLOOR LEVEL ALL AS RPER
MANUFACTURERS DETAIL AND
RECOMMENDATIONS.

550

|
1

ALLOW FOR EDGES OF FINS ALLOW FOR ,CAST—|

STRUCTURAL DECK ALL TO S.E DETAIL, PROPRIETARY SYPHONIC GULLY
INCLUDING BUILD—UP REQUIREMENTS OVER WITHIN OPEN CHANNEL DRAINAGE AS

EXISTING SUBSTRATES AND PREP/ﬂ?ATION
FOR SURFACE FINISHES.

PENING INl)NEW J
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SPECIFIED BY M+E ENGINEER
SUBJECT TO ARCHITECT APPROVAL.
EXACT NUMBERS, SIZES AND TYPE

AND BOTTOM OF PARAPET TO SLAB AT EXISTING ASCESS POSITIONS IN OF GULLEY OUTLETS, REQUIREMENTS
BE FINISHED IN CONTRASTING TANKS BELOW WITH APPROPRIATE J:SECUR A FOR PETROL INTERCEPTOR, DRAINAGE
HAZARD WARNING BANDING TO ACCESS COVERS TO M&E SPECIFICATION. DESIGN GENERALLY, ALL AS PER <
IDENTIFY HEADROOM AND WIDTH M&E DESIGN.
CLEARANCES. A
N
STRUCTURE FINS TO S.E DETAIL
FINISHED WITH ARIS EDGES —— I B
10/355, M20/110: —
QRK INFILL TO VOID
CEMENT VOID
VENT OPENINGS
COVERING.
ALLOW FOR RWP AND CONNECTIONS
FROM GULLEY ABOVE, DIRECTING N
NBS REF Q40/340, RAINWATER TQ OPEN GULLEY
g&%é@% MADE SELF CHANNEL BEUOW, AL TO M&E
FINISHED GALVANISED STEEL SPECIFICATIONS.
@ FENCING SECTION TO MATCH
T PERIMETER FENCE
S [CONTRACTOR TO PROVIDE
= ALTERNATIVE PRICE FOR A
o PPC FINISH: COLOUR TBC.]
m ALLOW FOR ADEQUATE GAP EXISTING SUBSTRATE
TO BASE FOR RAINWATER
FLOW TOWARDS CHANNEL. DECK FINISH TO BE [TAKEN UP MIN
150MM ABOVE| FINISHED FLOOR
LEVEL ALL AS| PER MANUFACTURERS
DETAIL AND RECOMMENDATIONS.
EXTENT OF CAST—IN HOLE TO
PARKING BAY N PARAPET FINS AT o
FLOOR LEVEL TO o
2 50MM ALLOW RAINWATER TO

| APPROX

EXACT POSITIONING OF WHEEL STOP AS
PER MANUFACTURER RECOMMENDATIONS

FLOW THROUGH OPEN
CHANNEL.

)
\_/

HIGH DENSITY RUBBER WHEEL STOPS.

ALLOW FOR 2 NO APPROX 900MM LONG WHEEL
STOPS PER PARKING SPACE TO THIS SECTION.
WHEEL STOP IN CONTRASTING BLACK AND
YELLOW HAZARD WARNING COLORS INCLUDING
BUILT—IN REFLECTORS, ALL BY

The Road Safety People 01483 801250

Unit 8C Woodside Park Cattershall Lane,
A Godalming, Surrey, GU7 1LG
OR SIMILAR

PROVED PRﬂUCT.

UCTURAL DECK ALL TO S.E DETAIL,

LUDING BUILD-UP REQUIREMENTS OVE
EXISTING SUBSTRATES AND PREPARATIO
FOR SURFACE FINISHES.
ALLOW FOR CAST—IN OPENING IN NEW
SLAB AT EXISTING ACCESS POSITIONS INTO
TANKS BELOW WITH APPROPRIATE SECURE
ACCESS COVERS TO M&E SPECIFICATION.

A
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EXISTING SUBSTRATE

OPEN CHANNE]

NBS REF Q31: HOT DIPPED
GALVANIZED PLANTER
TROUGHS,

ALL PLANTING TO | LANDSCAPE
CONSULTANT SPEC.

[T
2 \
N2
SN
ARIS EDGES TO CORNERS AS PER o \///\\\(//\\\'%
S.E_ SPECIFICATIONS. N N
RORIRN
AR
MR
R.C VEHICLE BARRIER UPSTAND MIN. 550MR

ABOVE FFL TO CONFORM WITH L

NBS REF Q40/340, Z11/780:
PURPOSE MADE SELF FINISHED

— GALVANISED STEEL PERIMETER FENCE
[CONTRACTOR TO PROVIDE
ALTERNATIVE PRICE FOR A PPC
FINISH: COLOUR TBC.] APPROX.
1650MM ABOVE SELF FINISH
CONCRETE UPSTAND WALL, AND
APPROX 2000mm ABOVE EXISTING
STONE CAPPED WALL TO S—E
SECTION OF BOUNDARY, AS SHOWN
ON DRAWINGS INCL SECURE SOUTH
ACCESS GATE. CONTRACTOR TO
PROVIDE ALTERNATIVE PRICE FOR A
PAINTED FINISH AS SPECIFIED.

CHAMFERED TOP TO
PARAPET, TO STRUCTURAL
ENGINEERS DETAIL.

DRIP DETAIL.

BS6399—-1:1996, ALL TO S.E DETAIL AND
SPECIFICATION.

NOTE: PARAPET VEHICLE BARRIER AT RAMPS
TO BE MIN 610MM ABOVE RAMP FFL.

550

FINISHED FLOOR LEVEL ALL AS RPER
MANUFACTURERS DETAIL AND
RECOMMENDATIONS.

NBS REF M12/110: DECK FINISH TO
BE TAKEN UP MIN 150MM ABOVE \

|
STRUCTURAL DECKQL TO S.E DETAIL,‘

INCLUDING BUILD—UP REQUIREMENTS OVER A
EXISTING SUBSTRATES AND PREPARATION

FOR SURFACE FINISHES.

ALLOW FOR CAST—IN OPENING IN NEW
SLAB AT EXISTING ACCESS POSITIONS INTO

TANKS BELOW WITH APPROPRIATE SECURE
ACCESS COVERS TO M&E SPECIFICATION.
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EXISTING STONE CAPPED KERB UPSTAND
TO PROPOSED UPPER LEVEL SECTION
__ TO BE REMOVED AND REPLACED WITH
NEW VEHICLE BARRIER UPSTAND TO
DETAIL. ALLOW FOR RECONSTRUCTING
OF ROAD EDGE AND KERB SUBJECT TO
HIGHWAYS APPROVAL/ COMMENTS.

AN

SOUTH PAVILION RD

|

NOTES:

DO NOT SCALE OFF THIS DRAWING. CHECK DIMENSIONS
ON SITE PRIOR TO COMMENCEMENT. THIS DRAWING IS
THE COPYRIGHT OF WSRM ARCHITECTS LTD. AND MUST
NOT BE COPIED OR REPRODUCED, IN PART OR IN WHOLE,
WITHOUT PERMISSION OF WSRM ARCHITECTS LTD. TO BE
READ IN CONJUNCTION WITH OTHER RELEVANT
CONSULTANTS INFORMATION.

EXISTING SUBSTRATE

DO3[4001] — REF : G517[3002]

TYPICAL EDGE DETAIL
SCALE 1:10

EXISTING SUBSTRATE

TYPICAL ROOF/CANOPY EDGE DETAILS

SCALE 1:10

ALL SUPPORT STRUCTURE TO ‘
STRUCTURAL ENGINEER DETAIL \

SINGLE LAYER POLYMERIC WATERPROOFING
MEMBRANE AS SARNAFIL OR EQUAL
APPROVED PRODUCT TO BE FULLY ADHERED
TO 18MM WBP PLYWWOD SUBSTRATE LAID
TO FALLS TOWARDS SYPHONIC GULLEY, OVER
TREATED 50X50MM SW TIMBER FIRRINGS AT
400MM CTS ALL TO MANUFACTURERS
RECOMMENDATIONS, OVER WBP PLY BASE
OVER TIMBER JOISTS AND STEEL FRAMING
TO S.E DETAIL.

MEMBRANE TO BE TAKEN UP INNER FACE
OF FORMED UPSTANDS, AND SEALED TO
EXTERNAL FACE OF WELDED PLATE. REF NBS

ROOF OUTLET TO M&E
SPECIFICATION TBA BY
ARCHITECTS.

RWP TO BE 100MMSQ
ANODIZED ALUMINIUM
WITH CONCEALED
FIXINGS AND FLUSH
JOINTS AS ALUMASC
FLUSHJOINT SYSTEM OR
EQUAL AND APPROVED. L

-

STEEL FRAMING AND TIMBER JOISTS
TO STRUCTURAL ENGINEER DETAIL

D —)

D04[4001]

UNDERSIDE OF CANOPY TO RECEIVE
MINERAL BASE RENDERED FINISH ASSTO
OR EQUAL APPROVED PRODUCT OVER
APPROPRIATE RENDER BASE BOARD AS
BLUCLAD CALCIUM CILICATE BASE BOARD
OVER WBP PLY SUB—BASE FIXED TO
UNDERSIDE OF TIMBER JOISTS .
RENDER FINISH TO BE FLUSH WITH
UNDERSIDE OF FEATURE CHANNEL. WITH
STAINLESS STEEL SHADOW GAP STOP
BEADS.

200

\ GOALPOST STRUCTURE TO STRUCTURAL
ENGINEERS DETAIL DESIGN, TO RECEIVE
35X50mm SW TREATED TIMBER FRAMING
CLAD WITH INSULATED RENDER FINISH
AS STOTHERM OR SIMILAR.

\ UNDERSIDE OF STRUCTURE TO BE CLAD
IN PPC ALUMINIUM COVER FLASHING,

COLOUR TBC.

DOOR TYPE AND MECHANISM TBC BY
PROJECT MANAGERS AND M&E
ENGINEERS

TYPICAL ENTRANCE CANOPY EDGE DETAIL

SCALE 1:10

FEATURE CHANNEL REF
UNP 300 SELF FINISHED
GALVANIZED STEEL TO BS
EN ISO 1461:1999
BOLTED TO STEEL FRAME
TO S.E DETAIL.

CHANNEL TO INCLUDE
WELDED END PLATES.

REF NBS J42/130 : SINGLE LAYER
POLYMERIC WATERPROOFING MEMBRANE AS
SARNAFIL OR EQUAL APPROVED PRODUCT TO
BE FULLY ADHERED TO 18MM WBP PLYWWOD
SUBSTRATE LAID TO FALLS TOWARDS
SYPHONIC GULLEY, OVER TREATED 50X50MM
SW TIMBER FIRRINGS AT 400MM CTS ALL TO
MANUFACTURERS RECOMMENDATIONS, OVER
WBP PLY BASE OVER TIMBER JOISTS AND
STEEL FRAME TO S.E DETAIL.

MEMBRANE TO BE TAKEN UP INNER FACE
OF FORMED UPSTANDS, AND SEALED TO
EXTERNAL FACE OF WELDED PLATE.

ROOF OUTLET TO M&E
SPECIFICATION TBA BY
ARCHITECTS.

RWP TO BE 100MM DIA
ANODIZED ALUMINIUM AS
ALUMASC OR EQUAL

AND APPROVED. o

e

STEEL FRAME AND TIMBER JOISTS
TO S.E DETAIL

325 B

FEATURE CHANNEL REF
i UNP 300 SELF FINISHED
GALVANIZED STEEL TO BS
EN ISO 1461:1999
BOLTED TO STEEL FRAME
TO S.E DETAIL.

CHANNEL TO INCLUDE

1 ——— WELDED END PLATES.

SERVICES STORE WALLS OF 140mm
BLOCKWORK TO RECEIVE WATERPROOF LAYER
EXTERNALLY AS RIW TOUGHSEAL BLINDED
WITH RIW AGGREGATE GRADE 1, TO RECEIVE
20MM SAND CEMENT RENDER FINISH,
PAINTED WITH HIGH PERFORMANCE EXTERNAL
PAINT FINISH. CONTRACTOR TO ALLOW FOR
40MM GYPSUM THERMAL BOARD LD LINING
TO INTERNAL FACES OF WALLS AND CEILING,
TAPED AND JOINTED FINISHED IN MOISTURE
RESISTANT PAINT.

D05[4001]
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| ':"\SLOCKWORK TIES
EQUIREMENTS TO S.E

SPECIFICATION

|
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TYPICAL SERVICES STORE ROOF EDGE DETAIL

SCALE 1:10

CONSTRUCTION]

GENERAL DRAWING NOTES :

—  FOR ALL CONSTRUCTION, EXPANSION OR CONTRACTION
JOINTS REFER TO STRUCTURAL ENGINEER'S DRAWINGS

— ALL DIMENSIONS ON THIS DRAWING, TO INCLUDE
STRUCTURE AND FINISHES, ARE FOR PRICING PURPOSES
ONLY AND SHOULD NOT BE USED FOR SETTING OUT OR
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DENOTES CRITICAL DIMENSIONS

DENOTES EXTERNAL DIMENSION
TO STRUCTURE [1ST FIX]

DENOTES INTERNAL DIMENSION
FINISH TO FINISH [2ND FIX]

ALL LEVELS IN METRES
PROPOSED FINISHED FLOOR LEVEL

EXISTING FLOOR LEVEL

rev | date |amendments

A 14.09.2011 OVERHANG STRUCTURE REDUCED.
ENTRANCE CANOPY AND STORE ROOF
CHANGED TO STEEL STRUCTURE
FOLLOWING S.E COMMENTS. DETAILS
AMENDED TO SUIT.

B 12.06.2012 PARAPET WALLS AND FENCING
AMENDED TO ACCOMMODATE PLANTER
TROUGHS. LANDSCAPING PLANTERS AND
TROUGHS DETAILS ADDED, NOTES &
NBS REFS ADDED GENERALLY RELATING
TO PROPOSED LANDSCAPING DESIGN

FOR TENDER

THIS DRAWING HAS BEEN PREPARED FOR PRICING
PURPOSES ONLY AND NEEDS TO BE FULLY
COORDINATED WITH THE STRUCTURE, M+E AND
SPECIALISTS DESIGN INPUT PRIOR TO CONSTRUCTION
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