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Floor Plans

DEMOLITIONS & ALTERATIONS

GROUND FLOOR PLAN 1st FLOOR PLAN

staircase

up

lobby

lobby

room 1

room 2

room 3

toilet 1

yard

corridor

store

toilet 2 and kitchen

kitchen

safe

roof

roof

roof

roof

office

kitchen

toilet

lobby

store

store

board room

staircase

loggia

void

John Mackintosh Square

dwn

remove complete single

storey structure

remove complete single

storey structure including

sanitary ware.

remove partition

remove windows and frames

and metal grilles

remove complete single

storey structure including

sanitary ware.

remove dado wall panelling

remove partition

remove partition

remove infill wall

remove infill wall

remove infill wall

remove metal

ladder

remove metal grille

remove window and frame

remove plasterboard ceiling

remove corrugated steel

sheeting and scaffold tube

suspended ceilings to rooms

2 and 3 on both sides of

arched wall

remove louvered window 

and metal grille

remove metal grille

cut out and remove wall 

below window 50mm 

remove asbestos cement ceiling

remove windows

casement leaves only

retain frame.

remove fibre cement

corrugated sheeting

remove galvanized steel corrugated sheeting

remove galvanized steel 

corrugated sheeting and

retain window frame

remove quarry tiles floor

remove asbestos 

remove asbestos 

cement ceiling

cement door panel

carefully remove door

and frame and set aside

for reuse D1

remove infill wall

remove infill wall

for reuse D5

and frame and set aside

carefully remove door

for reuse D2, D3 and D4.

and frames and set aside

carefully remove doors

carefully remove windows

and frames and set aside

for reuse W1, W2 and W3.

remove door and frame

cut out and remove concrete

floor and excavate 200 mm 

below street floor level

retain stone threshold

retain stone threshold

cut out door opening

build in two in number

RC lintels

cut out pocket in

masonry wall and

build in RC lintel

free height 450mm

remove floor screed

do not remove floor screed

remove floor screed

remove

MH cover

and frame

remove

MH cover

and frame

remove

MH cover

and frame

remove partition

remove

MH cover

and frame

remove timber panel and cover beading to ceiling

remove lead cover flashings

remove lead cover flashings

remove lead cover flashings

store

remove brickwork

infill to original high

level opening

supporting structure

remove casement window

retain frame

below finished floor level

carefully remove steel sheet

RWP and set aside for reuse

carefully remove steel sheet

RWP and set aside for reuse

carefully remove steel sheet

RWP and set aside for reuse

carefully remove steel sheet

RWP and set aside for reuse

retain timber lintel

remove mortar casing to pipes


