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13, John Mackintosh Square,

Production Drawing

Roof Plan and Details

J. S. Langdon BArch.

scale 1: 50  & 20  date May 2007

Drg No 15

the Gibraltar Heritage Trust

Headquarters for

The Main Guard

Roof Plan

1B thick brickwork chimney stack

built off the existing brickwork wall

bedded and rendered in lime mortar

pitched roof:

treated timber sarking boards 

fixed to timber structure.

glazed clay roof tiles bedded 
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lead cover flashing

lead cover flashing

lead abutment gutter, parapet wall 

and cornice coping:

repairs to be carried out after inspection

lead gutter:

repairs to be carried out after inspection

corrugated galvanized steel sheeting

to replace original fixed to existing purlins

50 mm 'Rockwool' insulation 
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lead cover flashing

'Spanish' clay over and under roof tiles

cast iron gutter on existing eaves board

clay tile sill repaired

two layer clay tile coping

breaking joints

renders to boundary wall repaired

50mm pebble ballast

geotextile

50mm rigid insulation

geotextile

DPM

18mm plywood deck to falls on firring pieces

sw joists

plasterboard ceiling on steel studwork

1B thick solid brickwork wall

RC lintol

stone quoins cleaned

existing screed

mass concrete strip foundation

DPC

flamed York stone on screed to falls

re used door

new glazed door

backfill

re used window

of lime paint manually with scraper and finally

All Portland cement repairs to render removed.

All new repairs carried out in lime mortar. 

Lime or micro porous paint finish

Typical section

bedded in lime mortar

rendered and plastered in lime mortar

tiled sill

Detail at box gutter/parapet wall

double layer 'Catalan' tile capping  to

coving bedded in lime mortar

parapet wall bedded in lime mortar

double layer 'Catalan' tile capping  to

230 x 55 sw gutter board

30 x 30 sw bearers

150 x 195 timber beam

12 mm marine plywood

55 x 15 cover beading

20 mm gutter board

Code 4 lead gutter

angle fillet

100 x 10 half lapped, V- jointed sw ceiling boarding

glazed clay roof tiles bedded on lime mortar

on timber sarking boards

scale 1 : 5

scale 1 : 20

in ready mixed lime mortar

see below

All existing exterior walls to be stripped of all layers 

cleaned with a water power wash.

Detail at threshold D10 and D11

outside yard

floor finish

DPC in wall carried

down and under 

threshold

interior floor

finish

30 mm York stone

weathered threshold

bedded in lime mortar.

oak doors threshold

level with 

brickwork

existing concrete slab

dpm

screed to falls

screed

dpm

Detail at new window sills W1, W2 & W3, 

two layers of 'Catalan'

tiles weathered and 

lain in lime mortar

and repairs to W 12


