GENERAL DEMOLITION NOTES:
1. The demolition is to be carried out in such a manner so as to cause as little dust, noise and inconvenience to the general public as possible.
2. Contractor to ensure that the necessary disconnection certificates have been obtained.
3. The demolition is to be carried out in such a manner so as to cause as little dust, noise and inconvenience to the general public.
4. Contractor to ensure he is conversant with the pre-tender health and safety plan and has submitted the necessary risk assessments and method statements.
5. Contractor to ensure that the necessary disconnection certificates have been obtained.
6. Contractor to ensure that the necessary disconnection certificates have been obtained.
7. Ground slabs to be broken down and foundation to be removed, unless noted otherwise by government supervising officer.
8. Where voids are to be filled with selected demolition material, this should be carried out in layers not exceeding 200mm.
9. The contractor is to take special care in protecting existing external paved areas.
10. Debris is to be disposed of from site to an approved location.
11. Steel frame to be dismantled and disposed of, unless noted otherwise by government supervising officer.
12. Debris is to be disposed of from site to an approved location.
13. Steel frame to be dismantled and disposed of, unless noted otherwise by government supervising officer.
14. All dimensions must be checked on site and not scaled from this drawing.
15. This drawing must be read in conjunction with drawing No. 61/330.