GENERAL DEMOLITION NOTES:

1. The demolition is to be carried out in such a manner so as to cause as little dust, noise and inconvenience to the general public.

2. The contractor has to obtain approval from the necessary statutory authorities prior to starting the demolition works on site. Necessary disconnection certificates have been obtained.

3. Contractor to inspect drains and services and protect as necessary.

4. Contractor to agree extent and position of the hoarding with the government supervising officer.

5. All asbestos within the site to be removed in accordance with the approved method statement prior to commencing the demolition works.

6. All asbestos within the site to be removed in accordance with the approved method statement.

7. All asbestos within the site to be removed in accordance with the approved method statement.

8. Ground slabs to be broken down and foundation to be removed, unless noted otherwise by the government supervising officer.

9. Contractors to ensure that the necessary disconnection certificates have been obtained.

10. Where voids are to be filled with selected demolition material, this should be carried out in layers not exceeding 200mm.

11. Contractors to take special care in protecting existing external paved areas.

12. Debris is to be disposed of from site to an approved location.

13. Steels, frames to be dismantled and disposed of, as instructed by the government supervising officer.

14. All dimensions must be checked on site and not scaled from this drawing.

15. This drawing must be read in conjunction with Drawing No. 61/330.

16. This drawing must be read with Drawing No. 61/330.

INDEX:

EXISTING BUILDINGS TO REMAIN UNALTERED

OPENING TITLE

PROPOSED DEMOLITION PLAN

Scale 1:75